


SAFETY-VAC® eliminates risk of 

noncompliant disposal of absorbents. 

Collection of hazmat spills with absorbents 

quadruples hazmat volume, increases 

disposal cost by at least 75% and precludes 

recycling.

SAFETY-VAC® equipment has been 

designed for recovering and containing 

hazardous and contaminated materials. 

Our focus is based upon evidence 

that environmental issues related to 

groundwater protection will not be going 

away.

From the start SAFETY-VAC® has been 

built to reduce the costs of environmental 

compliance.

Spill Recovery Of:

// Flammables & Combustibles

// Corrosives

// Viscous Materials

// Biohazards

// Storm Drain and Sump Maintenance

// Oil Water Separator Cleaning

// Deicing Fluid Recovery

// Pressure Washing Recovery

// Collecting Spilled 

    Petroleum Products

Absorbents – 55 gallon spill requires:

//	 (28) 50lb bags of particle 	 $140.00

	 absorbent @ $5.00 per bag

//	 Generates (4) 55 gallon	 $2000.00

	 drums of disposable waste

	 @ $500.00 per drum

//	Absorbent spill recovery	 $2140.00

	 and disposal cost (excluding labor)

SAFETY-VAC® – 55 gallon spill:

//	 Requires NO absorbents

//	 Recovers and contains liquid spills, 

	 dry to the touch with one pass

//	 Reduces response man power 

	 and recovery time by 50%

//	 Recovered liquid materials may 

	 be recycled onsite

//	 Offsite liquid recycle 	 $100.00

	 or disposal (fuels)

// SAFETY-VAC® Savings 	 $2040.00

The New Standard in Spill Recovery         safetyvac.com



Absorbent
Spill Recovery 
Is “HISTORY”

For SAFETY-VAC® model info and 
customer references visit our website:
www.safetyvac.com

Compliance Industries, Inc.
866.477.4569 Toll Free

2430 NE Waldo Rd // Gainesville, FL 32609

info@safetyvac.com // www.safetyvac.com

SAFETY-VAC® 14 Series

Designed for indoor/outdoor recovery 

where explosion proof certification is 

required. Surface recovery is from 50 

feet. Additional drums and carts are 

accessories. 115 volt AC.

SAFETY-VAC® 15 Series

Ideal for outside recovery applications 

where engine powered equipment is 

appropriate. Recovers liquids or particles 

by hose up to 75 feet and retrieves 

materials from 10 feet below grade. Liquid 

transfer rate is 30-40 gpm.




